Cargo Lifting Winches & #x 754

Also with Marine Surface treatment

TR H &R &R E

m Grooved Drums
EEXBE

m Wire ropes, Pulley Block and hooks
% o Bk

m Stainless Steel Press-cable rollers
560 R oA K B i

= Empty Drum hydraulic By-pass
7 Ho A% g B 4 AT B

= Load limit systems
MR & 4

m Cable spooling / Level winding mechanisms
S8 % 36 dhfo KT Se ik

m ATEX suitable
@ AATEX

m Various Motor / gearbox combinations
BAEHE/RRBEL i

= Multiple Drum sizes available
T RS 48 H AR

m Stainless Steel piping
RFME

m Class Approvals
F @A

Super compact hydraulic lifting winches designed to satisfy the needs of high performance within the

smallest possible volume. Safe Working Load from 500 kg to 5700 kg. A size to suit every request.
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Nominal values. Precise proposals on request

42 52 30 180

74 38 30 165

50 38 40 175
2 59 43 50 190
10 53 34 50 200
12 54 29 50 205
13 81 28 75 185
14 72 47 100 205
15 86 37 120 195
16 120 36 100 220
16 120 28 100 210
18 127 27 100 205



NO/ NP x5

All Purpose Lifting Winches s x5 2

m Fail-safe Hydraulic Drum brakes
KRB AR R BB A 2

m Grooved Drums
W) 8 ¥

m Wire ropes, Pulley Blocks and hooks
W% 0 Bt sy

m Stainless Steel Press-cable rollers
755 SR 58 K R 3 i

m Empty Drum hydraulic By-pass
22 3 oo JE 44T B

m Marine Surface treatment
WA ERIE

m Load limit systems
MR 3% % &

m ATEX suitable
#4ATEX
m Various Motor / gearbox combinations
EfEEE/RRBES )
= Multiple Drum sizes available
TR SR E RN
[ 7sFtainLess Steel piping
B

= Class Approvals
£ 4838 7T . I )
m Cable spooling / Level winding mechanisms
58K ¥ Ao KT 35 AR AR
This winch series covers a Safe Working Load from 4500 kg to over 21000 kg on the 1st layer. Various
motor and control solutions including Axial piston, Radial Piston (WP) or Orbital (WQ). Large range of 1500
different combinations of drum sizes, gear transmission and motor balanced solutions made and tested.

TMA surface treatment and predispositions for marine applications are available throughout the series.

Line pull Drum i Working

1st Layer | Diameter | Diameter | capacity | Speed Pressure
kg mm bar
WP 1 4500 208 15 83 38 100 270
WP 2 5500 322 16 99 b5 120 290
WP 3 6500 366 18 104 37 120 275
WP 4 8500 405 20 108 43 180 285
WP 5 9500 418 22 118 40 180 275
WP 6 12000 455 24 121 36 220 280
WP 7 15000 505 25 148 36 250 285
WP 8 18000 555 30 110 28 250 280
WP 9 24000 608 36 123 27 360 280

Nominal values. Precise proposals on request




Electric Lifting Winches @ s m&#45#

m Grooved Drums
] A% 3

u Wire ro%?es, Pulley Blocks and hooks
E O Rmaf g

= Stainless Steel Press-cable rollers
&5 60 B 5A K B 8w

= Empty Drum sensor

» Marine Surface treatment
HFERTRIE

= Load limit systems
L X

m ATEX suitable
#4ATEX

m Various Motor / gearbox combinations
SR/ RRBES )

= Multiple Drum sizes available
TR S AR B KD

m Class Approvals
28T

m Cable spooling / Level winding mechanisms
Sk oK T H GRS

Generally self braking motors are used, with optional manual brake release study if required. Ventilated
motors are used in conjunction with inverter controls. Marine motor protections as well as our special
surface coating and protections for marine applications are fully implemented throughout the series.

Line pull Drum Cable Drum

1st Layer | Diameter | Diameter | capacity
kg mm mm m

WE 0,5 1500 3
WE 1 2300 322 130 10 4
WE 2 4000 322 145 10 7,5
WE 3 4800 366 150 10 g
WE 4 6000 405 120 10 11
WE 5 7000 418 170 11 15
WE 6 8000 455 185 12 18
WE 7 11000 505 160 10 22

Nominal values. Precise proposals on request
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Personnel Lifting Winches ~ 2 #s#5#

= Fail-safe Hydraulic Drum brakes
kAR R BB A 2

m Grooved Drums
WA E

u Wire ro es, Pulley Blocks and hooks
AE 48 Fu 44 58

n Stamless Steel Press-cable rollers

é%%%%ﬁ% hyd licB

n rum raulic By-pass

SRR o Y P

m Marine Surface treatment
wBHEERORE

[ Load limit systems

MR % % 4

n ATEX suitable
4 ATEX

= Various Motor / gearbox combinations
LB E/GRAEL

= Multiple Drum sizes available
Tk#%ﬁ/ﬁ A -

m Stainless Steel piping
k-

m Class Approvals
E8RT

m Cable spoolin I Level winding mechanisms
R/ KT

This new range of winches with safety brake on the drum is specially designed to cover the needs of many
Personnel Lifting applications. The extra fail-safe Internal disc drum brake will close and stop drum rotation
on release of hydraulic pressure

Line pull Oil |Working
1st Layer | Diameter | Diameter | capacity flow | Pressure
kg i I/min bar

PL 1 2000 290 60 175
PL 2 3000 322 16 75 100 200
PL 3 4000 366 18 100 90 160
PL 4 5000 406 20 75 120 220
PL 5 6000 418 22 100 130 250
PL 6 7000 455 24 120 120 260
PL 7 8000 505 26 120 220 290

Nominal values. Precise proposals on request
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Hydraulic Pulling Winches = & 7 ###

m Wire ropes, Pulley Blocks and hooks

\ P S8 & 0 R4 F0 84 57
/ / V = | u Eléﬁegség%able rollers
[~/ | @ Féif!égg igr;i%llers guides
e a Various Motor / gearbox combinations
2FEHE/ R BEE

A
ln(lq- \Q(

m Multiple Drum sizes available
TR S AR KD

This series of pulling winches is based on an high efficiency planetary gear-box and a Load holding
fail-safe input brake. Drums free-wheel with manual or pneumatic release. Press cable rollers, fairlead
rollers are available for each size. Line pull from 1.5 up to 30 Ton.

Working

Line pull
1st Layer | Diameter | Diameter | capacity

kg

Pressure
bar

T™MT 50 4500 298 270
T™MT 42 7500 127 14 91 172
T™MT 90 9500 127 16 64 170
T™MT 150 15000 390 18 70 155
T™MT 200 22500 420 22 50 195
T™MT 250 25000 510 24 72 145
T™MT 300 30000 510 26 50 145

Nominal values. Precise proposals on request
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